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Please note: Values and consistencies stated are guidelines subject to change according to model, application and environmental 
effects. We do not take any legal responsibility for its applicability regarding the quality characteristics and performance for a 
specific use. The buyer of this product needs to check by himself these points mentioned above to guarantee that the product is 
suitable for his needs. The receiver of this product needs to respect existing laws, regulations and industrial property rights. 
TECHNICAL SPECIFICATION TO A TEMPERATURE OF 20° C ±1% TO DIMENSIONS, 5% ON ALL TECHNICAL SPECIFICATIONS. SUBJECT TO CHANGE WITHOUT 
PRIOR NOTICE. 
 

TRUPLAST Group is ISO 9001 certified 
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PRODUCT TECHNICAL DATA SHEET 

 CATEGORY: Commercial/Industry 

Hose cylindrical form 

      
 
Profile 

 
 

Antistatic properties 

 
 

 
 

 

 Application Vacuum cleaner hose for housekeeping, industrial vacuum 
cleaners and for swimming pool suction. 
 

Structure Made from EVA with a high smooth inner surface. 
 

Key Features Light, high- flexible, weather- proofed and abrasion resistant. 
Excellent resilience on strong radial deformation. Good 
chemical resistance. 
 

Antistatic A surface resistance ≤ 1011 Ω. (the surface resistance may vary 
depending on environmental conditions such as temperature 
& humidity, therefore permanent compliance with antistatic 
properties cannot be guaranteed). 
 

EU reference standard Equates to EU- Directive 2011/65/EU (RoHS) 
 

Temperature range -25°C to +65°C 
 

Vacuum stability Up to ca. 5 m WC 
 

Standard Colors  Black and light grey. (other colors upon request) 
 

 
Inside-Ø  
mm 

Outer-Ø  
mm 

Bending Radius 
mm 

Weight 
g/m 

Coil Length 
m 

20   26.9  50   135  
 
30 
 
 
 

 

25   32.2   60   155 
30   38.0   65   200 
32   40.4  70   235 
35   43.8 75  255 
38   47.2  80  305 
40   49.4   87   320 
45  55.0   90   375 
50   60.5 102  435 
60  72.0  122   670 

 


