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Please note: Values and consistencies stated are guidelines subject to change according to model, application and environmental 
effects. We do not take any legal responsibility for its applicability regarding the quality characteristics and performance for a 
specific use. The buyer of this product needs to check by himself these points mentioned above to guarantee that the product is 
suitable for his needs. The receiver of this product needs to respect existing laws, regulations and industrial property rights. 
TECHNICAL SPECIFICATION TO A TEMPERATURE OF 20° C ±1% TO DIMENSIONS, 5% ON ALL TECHNICAL SPECIFICATIONS. SUBJECT TO CHANGE WITHOUT 
PRIOR NOTICE. 
 

TRUPLAST Group is ISO 9001 certified 
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PRODUCT TECHNICAL DATA SHEET 

 CATEGORY: Commercial/Industry 

Hose conical form 

 
 
 
Profile 

 

Light, round and conical 

 
 

 

  
 Application Vacuum cleaner for professional use. 

Extraction of welding gas 
 

Structure Made from EVA. 
 

Key Features Lightweight, extremely flexible, weather- and abrasion proof. 
Excellent resetting quality under heavy radial distortion. 
Good chemical stability: 
 

EU reference standard Equates to EU- Directive 2011/65/EU (RoHS) 
 

Vacuum stability according to diameter Up to 50 kPa /500 mbar 
 

Heat stability Short-Term, 30 minutes: 75°C 
Long-Term, 24 hours: 65°C 
 

Cold resistance Down to -50°C within 24 hours 
 

Reaction to fire Combustion ≤ 60 mm/minimum 
 

UV-stability No specific additive compounds 
 

Interior -Ø 38 mm to 50 mm (increasing internal diameter- conical form) 
19 mm to 50 mm (constant internal diameter-cylindrical form) 
 

Length Fixed lengths for conical or cylindrical form.  
30 m maximum on rolls for cylindrical form 
 

Standard colors Black (Other colors upon request). On rolls, two-colored 
available on request 

 
 
Note: Product also available in cylindrical form. 


